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ECE R65 LED BEACON
B22

Brilliantly together

12~24VDC

ECE
R10

ECE
R65

SPECIFICATIONS
Compliance:  ECE R65 (TA1); ECE R10; 

SAE J845 Class1; IPX5
Operating Voltage: 12~24VDC
No. of Warning Pattern: 12 Flash Patterns
LED Element: High-power LED x 16 pcs
Avg. Current: 2.1A @12VDC / 1.2A @24VDC
                        (varies by flash pattern)
Max. Current: 2.45A @12VDC / 1.37A @24VDC
Avg. Power: 27.4W (varies by flash pattern)
Max. Power: 33W
Wire:   

 Magnetic Mount
‧Dual Button Cigar-Plug

  Button 1 - ON / OFF Switch
  Button 2 - Warning Mode Switch
 3-Bolt Mount
‧Red - Warning Mode 1
‧Black - GND
‧Red+Blue - Warning Mode 2

Cigar-Plug Cable Length:  250cm (18AWG)
Wire Length: 40cm (18AWG)
Fuse Rating: 4A
Synchronization: N/A
Storage Temp.: -40°C to +75°C
Operating Temp.: -30°C to +65°C
LED Colour: Amber 
Lens Colour: Amber, Clear

FEATURES
■ Certified powerful ECE R65 performance provides 
 optimum 360 degree coverage.
■ Unobtrusive design with ultra low-profile dome for 
 lower wind resistance.
■ Durable polycarbonate lens is available in Amber 
 and Clear.
■ 2 independent warning modes can be defined for 
 specific situations or events.
■ Multiple mounting options for all vehicle applications.
■ Weatherproof and vibration resistance design.

PART NO.
■ B022-2x131 - 000 (R65, AMBER LED, AMBER LENS)  
■ B022-2x13A - 000 (R65, AMBER LED, CLEAR LENS)
■ B022-1x131 - 000 (SAE, AMBER LED, AMBER LENS)
■ B022-1x13A - 000 (SAE, AMBER LED, CLEAR LENS)

Replace x for:
1 = 3-Bolt Mount

 2 = Magnetic Mount (w/ Dual Button Cigar-Plug)
 3 = Power Magnetic Mount* (w/ Dual Button Cigar-Plug)
 4 = DIN Pole Mount

*Power Magnetic is rated to 250km/hr 
  (Actual performance may depend on the circumstance)

FLASH PATTERN

*Actual approval will be based on the model ordered.
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Stand: 05.04.2023LED-Kennleuchte B22 PRO
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LED Kennleuchte mit Doppelblitz bietet 
optimale 360-Grad-Abdeckung
Fest- oder Aufsteckmontage
Unauffälliges Design mit ultraflacher Kuppel 
für geringeren Windwiderstand
Wetterfestes und vibrationsfestes Design 
Farbe LED: orange, Haube: klar oder orange
Zulassung: ECE R65 (TA1); ECE R10

Technische Daten
Leuchtmittel: 16 x Hochleistungs - LED‘s

Leistung: 27,4 W max. 33 W

Spannung: 12 bis 24 V DC

Stromverbrauch: 2,1 A (max. 2,45 A)  bei 12 V
1,2 A (max. 1,37 A) bei 24 V

Temperaturbereich: - 30 ° C bis 65 ° C

Abmessungen: Durchmesser 142 mm
Höhe 57,7 mm

Schutzart: IPX5
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SPECIFICATIONS
Compliance:  ECE R65 (TA1); ECE R10; 

SAE J845 Class1; IPX5
Operating Voltage: 12~24VDC
No. of Warning Pattern: 12 Flash Patterns
LED Element: High-power LED x 16 pcs
Avg. Current: 2.1A @12VDC / 1.2A @24VDC
                        (varies by flash pattern)
Max. Current: 2.45A @12VDC / 1.37A @24VDC
Avg. Power: 27.4W (varies by flash pattern)
Max. Power: 33W
Wire:   

 Magnetic Mount
‧Dual Button Cigar-Plug

  Button 1 - ON / OFF Switch
  Button 2 - Warning Mode Switch
 3-Bolt Mount
‧Red - Warning Mode 1
‧Black - GND
‧Red+Blue - Warning Mode 2

Cigar-Plug Cable Length:  250cm (18AWG)
Wire Length: 40cm (18AWG)
Fuse Rating: 4A
Synchronization: N/A
Storage Temp.: -40°C to +75°C
Operating Temp.: -30°C to +65°C
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FEATURES
■ Certified powerful ECE R65 performance provides 
 optimum 360 degree coverage.
■ Unobtrusive design with ultra low-profile dome for 
 lower wind resistance.
■ Durable polycarbonate lens is available in Amber 
 and Clear.
■ 2 independent warning modes can be defined for 
 specific situations or events.
■ Multiple mounting options for all vehicle applications.
■ Weatherproof and vibration resistance design.

PART NO.
■ B022-2x131 - 000 (R65, AMBER LED, AMBER LENS)  
■ B022-2x13A - 000 (R65, AMBER LED, CLEAR LENS)
■ B022-1x131 - 000 (SAE, AMBER LED, AMBER LENS)
■ B022-1x13A - 000 (SAE, AMBER LED, CLEAR LENS)
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1 = 3-Bolt Mount

 2 = Magnetic Mount (w/ Dual Button Cigar-Plug)
 3 = Power Magnetic Mount* (w/ Dual Button Cigar-Plug)
 4 = DIN Pole Mount

*Power Magnetic is rated to 250km/hr 
  (Actual performance may depend on the circumstance)
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SPECIFICATIONS
Compliance:  ECE R65 (TA1); ECE R10; 

SAE J845 Class1; IPX5
Operating Voltage: 12~24VDC
No. of Warning Pattern: 12 Flash Patterns
LED Element: High-power LED x 16 pcs
Avg. Current: 2.1A @12VDC / 1.2A @24VDC
                        (varies by flash pattern)
Max. Current: 2.45A @12VDC / 1.37A @24VDC
Avg. Power: 27.4W (varies by flash pattern)
Max. Power: 33W
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 Magnetic Mount
‧Dual Button Cigar-Plug

  Button 1 - ON / OFF Switch
  Button 2 - Warning Mode Switch
 3-Bolt Mount
‧Red - Warning Mode 1
‧Black - GND
‧Red+Blue - Warning Mode 2

Cigar-Plug Cable Length:  250cm (18AWG)
Wire Length: 40cm (18AWG)
Fuse Rating: 4A
Synchronization: N/A
Storage Temp.: -40°C to +75°C
Operating Temp.: -30°C to +65°C
LED Colour: Amber 
Lens Colour: Amber, Clear

FEATURES
■ Certified powerful ECE R65 performance provides 
 optimum 360 degree coverage.
■ Unobtrusive design with ultra low-profile dome for 
 lower wind resistance.
■ Durable polycarbonate lens is available in Amber 
 and Clear.
■ 2 independent warning modes can be defined for 
 specific situations or events.
■ Multiple mounting options for all vehicle applications.
■ Weatherproof and vibration resistance design.

PART NO.
■ B022-2x131 - 000 (R65, AMBER LED, AMBER LENS)  
■ B022-2x13A - 000 (R65, AMBER LED, CLEAR LENS)
■ B022-1x131 - 000 (SAE, AMBER LED, AMBER LENS)
■ B022-1x13A - 000 (SAE, AMBER LED, CLEAR LENS)

Replace x for:
1 = 3-Bolt Mount

 2 = Magnetic Mount (w/ Dual Button Cigar-Plug)
 3 = Power Magnetic Mount* (w/ Dual Button Cigar-Plug)
 4 = DIN Pole Mount

*Power Magnetic is rated to 250km/hr 
  (Actual performance may depend on the circumstance)
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SPECIFICATIONS
Compliance:  ECE R65 (TA1); ECE R10; 

SAE J845 Class1; IPX5
Operating Voltage: 12~24VDC
No. of Warning Pattern: 12 Flash Patterns
LED Element: High-power LED x 16 pcs
Avg. Current: 2.1A @12VDC / 1.2A @24VDC
                        (varies by flash pattern)
Max. Current: 2.45A @12VDC / 1.37A @24VDC
Avg. Power: 27.4W (varies by flash pattern)
Max. Power: 33W
Wire:   

 Magnetic Mount
‧Dual Button Cigar-Plug

  Button 1 - ON / OFF Switch
  Button 2 - Warning Mode Switch
 3-Bolt Mount
‧Red - Warning Mode 1
‧Black - GND
‧Red+Blue - Warning Mode 2

Cigar-Plug Cable Length:  250cm (18AWG)
Wire Length: 40cm (18AWG)
Fuse Rating: 4A
Synchronization: N/A
Storage Temp.: -40°C to +75°C
Operating Temp.: -30°C to +65°C
LED Colour: Amber 
Lens Colour: Amber, Clear

FEATURES
■ Certified powerful ECE R65 performance provides 
 optimum 360 degree coverage.
■ Unobtrusive design with ultra low-profile dome for 
 lower wind resistance.
■ Durable polycarbonate lens is available in Amber 
 and Clear.
■ 2 independent warning modes can be defined for 
 specific situations or events.
■ Multiple mounting options for all vehicle applications.
■ Weatherproof and vibration resistance design.

PART NO.
■ B022-2x131 - 000 (R65, AMBER LED, AMBER LENS)  
■ B022-2x13A - 000 (R65, AMBER LED, CLEAR LENS)
■ B022-1x131 - 000 (SAE, AMBER LED, AMBER LENS)
■ B022-1x13A - 000 (SAE, AMBER LED, CLEAR LENS)

Replace x for:
1 = 3-Bolt Mount

 2 = Magnetic Mount (w/ Dual Button Cigar-Plug)
 3 = Power Magnetic Mount* (w/ Dual Button Cigar-Plug)
 4 = DIN Pole Mount

*Power Magnetic is rated to 250km/hr 
  (Actual performance may depend on the circumstance)
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Kfz Nutzung nur  un ter  Berücksich t igung der  StVZO LED-Kennleuchte B14 PRO

Art-Nr.: Typ Befestigung Spannung Farbe

101326 B14 PRO Festmontage 12-24V blau

101327 B14 PRO Festmontage 12-24V orange

101329 B14 PRO A Aufsteckmontage 12-24V blau

101328 B14 PRO A Aufsteckmontage 12-24V orange

101330 B14 PRO M Magnetmontage 12-24V blau

101331 B14 PRO M Magnetmontage 12-24V orange

 Multispannung

 Zulassung ECE R 65  ECE R10  SAE

E6 000 037 Blau   E6 000 036 orange

 Verpolschutz

 Mehrere Geräte sind synchronisierbar

 Magnetausführung mit Spiralkabel 2,5 m

Technische Daten

Leuchtmittel: 10 x 3W LED

Leistung:  15 Watt (je nach Blitzmuster)

Spannung:  12-24 Volt DC

Stromverbrauch:  max. 2,9 A bei 12V DC

max. 1,2 A bei 24V DC

Gewicht: 0,65kg

Temperaturbereich: -30° C bis + 65° C

Schutzklasse: IP 65


